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SM-SLRZ LED Street Lighting

Application Place

Design of LED Street Lighting integrated die casting. With competitive cost ratio, it covers the whole range of street lights. 

RZ RT series LED street lights comply with International Standards of Road Lighting, and it can replace the MH Lamps and HPS Lamps. Suitable in city and countryside road, public square, school, park, residential places and enterprise and other outdoor lighting application.

Product Feature

1.
 Concise and lovely line, make it more modernized .

2.
 Apply with high light effect LED chips and driver, to guarantee the long lifetime and high stability .

3.
Design of integrated die casting & good heat cooling 

4.
 Scientific precision with light, high efficiency light design, satisfy the street lighting distribution requirement

5.
 Person oriented design, convenient installing and easy maintenance convenience

6.
 Environmental protection, with no pollution and no radiation

7.
 Prevent lightning strike, safe and reliable

8.
 Suitable for many kinds of intellectual controll mode (Custom Made)

9.
Working voltage, rated voltage:120-240V;rated frequency:50/60Hz;The power factor ≥0.95。

10.  Plug and cable should have VDE approvement. The whole light should have text report according to the standard rule of.

11.
Under the public emergency lighting environment,it should have obvious mark. 

12.
Power supply cable specification: H05RN-F 3*1.0mm2 and H05RN-F 2*1.0mm2.H05RN-F 3*1.0mm2 should be connected to terminal, blue cable-N,brow cable-L, earthing connect to [image: image2.png]


  .

13. No active ventilation。

14. the product is aluminum die casting。

15.the product is for installation on side arm with diameter of 2 inch。

Main Technology Parameters

	ITEM NO.
	SIZE(L×W×H)
	ARRAY
	LANES
	HIGHT

(H)
	Stem

Distance

(L)
	Stem

Height

Ratio
	Pipe

Diameter
	Elevation

angle
	Rated  Voltage
	Rated Wattage

(±3%)
	Supply Current

（A）
	wind area
	Safety Class
	Water Proof
	Protruding

Part
	Net

weight
	Gross

weight

	SM-SLRZ/30
	621*287*130
	One-way
	1
	3M
	10.5
	3.5
	60
	15°
	100-240V50/60Hz
	30
	0.27
	0.15m2
	I
	IP66
	1M
	4.3kg
	5kg

	SM-SLRZ/40
	621*287*130
	One-way
	1
	4M
	14
	3.5
	60
	15°
	100-240V50/60Hz
	40
	0.35
	0.15m2
	I
	IP66
	1M
	4.3kg
	5kg

	SM-SLRZ/50
	621*287*130
	One-way
	2
	6M
	21
	3.5
	60
	15°
	100-240V50/60Hz
	50
	0.44
	0.15m2
	I
	IP66
	1M
	4.3kg
	5kg

	SM-SLRZ/60
	621*287*130
	One-way
	2
	6M
	21
	3.5
	60
	15°
	100-240V50/60Hz
	60
	0.53
	0.15m2
	I
	IP66
	1M
	4.3kg
	5kg

	SM-SLRZ/60
	738*289*118
	One-way
	2
	6M
	21
	3.5
	60
	15°
	100-240V50/60Hz
	60
	0.53
	0.213m2
	I
	IP66
	1M
	5.2kg
	6.3kg

	SM-SLRZ/80
	738*289*118
	One-way
	2
	6M
	21
	3
	60
	15°
	100-240V50/60Hz
	80
	0.7
	0.213m2
	I
	IP66
	1.5M
	5.2kg
	6.3kg

	
	
	
	
	8M
	28
	3.5
	60
	15°
	100-240V50/60Hz
	80
	0.7
	0.213m2
	I
	IP66
	1.5M
	5.2kg
	6.3kg

	SM-SLRZ/100
	738*289*118
	One-way
	2
	8M
	28
	3
	60
	15°
	100-240V50/60Hz
	100
	0.88
	0.213m2
	I
	IP66
	1.5M
	5.2kg
	6.3kg

	
	
	TWO-way
	4
	10M
	35
	3.5
	60
	15°
	100-240V50/60Hz
	100
	0.88
	0.213m2
	I
	IP66
	1.5M
	5.2kg
	6.3kg

	SM-SLRZ/120
	922*362*140
	One-way
	2
	8M
	28
	3
	60
	15°
	100-240V50/60Hz
	120
	1.052
	0.334m2
	I
	IP66
	1.5M
	8.2kg
	10.1kg

	
	
	TWO-way
	4
	10M
	35
	3.5
	60
	15°
	100-240V50/60Hz
	120
	1.052
	0.334m2
	I
	IP66
	1.5M
	8.2kg
	10.1kg

	SM-SLRZ/150
	922*362*140
	TWO-way
	4
	12
	42
	3.5
	70
	15°
	100-240V50/60Hz
	150
	1.32
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	
	
	12
	36
	3
	70
	15°
	100-240V50/60Hz
	150
	1.32
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	TWO-way
	6
	12
	42
	3.5
	70
	15°
	100-240V50/60Hz
	150
	1.32
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	
	
	12
	36
	3
	70
	15°
	100-240V50/60Hz
	150
	1.32
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	SM-SLRZ/180
	922*362*140
	TWO-way
	6
	12
	42
	3.5
	70
	15°
	100-240V50/60Hz
	200
	1.755
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	
	
	12
	36
	3
	70
	15°
	100-240V50/60Hz
	200
	1.755
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	TWO-way
	8
	12
	42
	3.5
	70
	15°
	100-240V50/60Hz
	200
	1.755
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	
	
	12
	36
	3
	70
	15°
	100-240V50/60Hz
	200
	1.755
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	SM-SLRZ/200
	922*362*140
	TWO-way
	6
	12
	42
	3.5
	70
	15°
	100-240V50/60Hz
	200
	1.95
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	
	
	12
	36
	3
	70
	15°
	100-240V50/60Hz
	200
	1.95
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	TWO-way
	8
	12
	42
	3.5
	70
	15°
	100-240V50/60Hz
	200
	1.95
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg

	
	
	
	
	12
	36
	3
	70
	15°
	100-240V50/60Hz
	200
	1.95
	0.334m2
	I
	IP65
	1.5M
	8.2kg
	10.1kg


The torque setting to be applied to screws is 8Nm.

Above are standard parameters, if change, will not inform any more.
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Corresponding driving model

	ITEM NO.
	Mean well Drive model

	SM-SLRZ/30
	ELG-75-48A /ELG-75-48AB/ELG-75-48DA

	 SM-SLRZ/40
	ELG-75-48A /ELG-75-48AB/ELG-75-48DA

	  SM-SLRZ/50
	ELG-75-48A /ELG-75-48AB/ELG-75-48DA

	SM-SLRZ/60
	ELG-75-48A /ELG-75-48AB/ELG-75-48DA

	SM-SLRZ/80
	ELG-75-48A /ELG-75-48AB/ELG-75-48DA

	SM-SLRZ/100
	ELG-100-48A   /  ELG-100-48AB  /   ELG-100-48DA

	SM-SLRZ/120
	ELG-150-48A  /  ELG-150-48AB  /  ELG-150-48DA

	 SM-SLRZ/150
	ELG-150-48A  /  ELG-150-48AB  /  ELG-150-48DA

	 SM-SLRZ/180 
	ELG-200-48A   /  ELG-200-48AB  /   ELG-200-48DA

	SM-SLRZ/200
	ELG-200-48A  /  ELG-200-48AB  /  ELG-200-48DA


Product line  
1).SM-SLRZ/30  SM-SLRZ/40  SM-SLRZ/50  SM-SLRZ/60
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2).SM-SLRZ/80  SM-SLRZ/100
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  3).SM-SLRZ/120  SM-SLRZ/150  SM-SLRZ/180  SM-SLRZ/200
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Included Accessoried 
1.
 M8 allen wrench

2.
 Instruction Sheet.

Notice: Please check the accessories completed or not, the light is in good condition or not.

Installing steps

Turn off the power before installing

Make sure the model, rated voltage and wattage are the same with the design parameters

Check the wire specification , 

Connect the wire,Through the waterproof connector, connect the L/N/ earth wire of the street lamp to L/N/ earth wire of the city electricity.

1.
Put the light into the light stem  ( picture 1)

2.
Fix the screw of handle ( picture 2)

3.
check the installing of the light whether level or not .

4.
 Adjust the angle into which needed ( picture 3) .

5.   Check the the handle screw fixed or not, if loose, should make it tightly, torque is 32.5NM
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Maintenance

To make sure the light used normal and stable, please make the maintenance plan, clean the dust and coverage regularly. When cleaning, please do not use water and corrosive solvent.

Fault and Eliminate

Fault phenomenon and way for dealing: check led light surface whether is with discoloration damage trace or not. The power cable connection is loose or not. Earth connection well or not. Installing smooth or no，t. Screw fixed tightly or not.

	Fault Phenomenon
	Possible reason
	Way for dealing

	LED do not light
	1. Cable connect well or not
	Use small slotted screw driver to loose the holder,connect the power cable again

	
	2. The damage of LED
	Change the LED

	
	3. Power problem
	Change the power

	LED with flash light
	1.Virtual Welding
	Change the LED

	
	2. Input voltage are in large fluctuation
	Make sure the input voltage

	
	3. Power problem
	Change the power supply


Warning

1.
 Read this short manual carefully and keep it accessible for further reference!

2.
 Switch off the power before doing any works.
3.    The light source contained in this luminaire shall be only be replaced by the manufacturer or his service agent or a similar qualified person。
4.   If the external flexible cable or cold of this luminaire is damaged, it shall be exclusively replaced by the manufacturer or his service agent or a similar qualified person in order to avoid a hazard.

Statement

1.
 The constructer must has related qualification and engineer experience. Work appocated are according to every constructer's career and responsibility. Use the proper tool and equipment. When installing, it should be under the condition of power off.

2.
 The constructer must operate according to the working specification, including the related tools and techniques. Like work range, warning notice,  flash light, helmet, and utility uniform.

3.
 When installing, please make sure the weather are suitable for the outdoor construction condition.

4.
 Make sure the light install in the correct way, and in the stable condition.

5.
 The street light installing must have lift platform, notice, flashlight and so on.

6.
 If there is anything broken on the surface of the lights or cables, to avoid any danger, please change it with manufacturer and other qualifications.

7.
 Forbidden installing under the high-tension cable or change the light. If require operation, please first cut off the high-tension cable.
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This marking indicates that this product should not be disposed with other household wastes throughout the EU. To prevent possible harm to the environment or human health from uncontrolled waste disposal,recycle it responsibly to promote the sustainable reuse of material resources. To return your used device,please use the return and collection systems or contact the retailer where the product was purchased. They can take this product for environmental  safe recycling.
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